
Option 1: 2D only Read and Print system.  

System Includes; 
1, 2D Matrix / Barcode Scanner (not a camera system) 
1, iDataPrint Controller 
1, iDataPrint Single Print Head (1.5” print) 
1, Tracking software with Inserter motion sensors 
1, Floating deck transport 
1, Stand 
 
  

 

This system will be configured to scan a barcode in a specific area in the inserter and will track 
that mail piece to the printer where the printer will lookup the data and print the information on 
the outer envelope for its contents. 
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Option 2: Machine Vision Read and Print system.  

System Includes; 
1, iDataScan one camera vision system 
1, iDataPrint Controller 
1, iDataPrint Single Print Head (1.5” print) 
1, Tracking software with Inserter motion sensors 
1, Floating deck transport 
1, Stand 
 
 
 
  
 

 

 

 

 

 

 

 

 

The Vision system will be configured to scan a barcode or read OCR in a specific area in the 
inserter and will pass this data (PieceID) to the iDataPrint printing system controller where it will 
track that mail piece to the printer where the controller will lookup the data and print the 
information on the outer envelope for its contents. 

The Vision system can read OCR, 1 and 2D barcodes, can detect sequencing errors and can 
record data from every scan to the customers SQL database. The vision system can be 
configured for up to 4 cameras (sold separately) for scanning, pocket matching and insert 
matching. 
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iDataPrint™  IN-LINE INKJET SYSTEM  
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Option 3: Machine Vision Read and Print system with File based piece level verification and 
reporting.  

System Includes; 
1, iDataScan one camera vision system 
1, iDataRepair, file based processing and reporting 
1, iDataPrint Controller 
1, iDataPrint Single Print Head (1.5” print) 
1, Tracking software with Inserter motion sensors 
1, Floating deck transport 
1, Stand 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 

The Vision system will be configured to scan a barcode or read OCR in a specific area in the 
inserter and will pass this data (PieceID) to the iDataPrint printing system controller where it will 
track that mail piece to the printer where the controller will lookup the data and print the 
information on the outer envelope for its contents. 

The Vision system can read OCR, 1 and 2D barcodes, can detect sequencing errors and can 
record data from every scan to the customers SQL database. The vision system can be 
configured for up to 4 cameras (sold separately) for scanning, pocket matching and insert 
matching. 

The file based software, iDataRepair will be configured to monitor the status of each 
mail piece and report on any discrepancies detected. Reports are available at a click of 
a button on the current status of a job. 
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iDataPrint™  IN-LINE INKJET SYSTEM  
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iDataRepair™ WorkStation (Central Database Connecte d System) 
 

iDataRepair™  will inform the operator of missing, duplicate, out of sequence, Books that 
need to be pulled out of the processing.  This software requires the operator to inform 
the system by clicking a button on the touch screen of what they need to do to correct 
the questioned item(s).  In addition iDataRepair™  keeps track of processing time, 
anticipated completion time and percent completed in near real time.  Standard reports 
are available at a click of a button to view, print or archive. 

 

Additional custom reports can be added at any time for an additional fee. 

 

Reports can be printed to your company’s network printer.  A printer is not included in 
this quote, but may be supplied for an additional fee. 
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